
FIBER TOOLS

PED100
FIBER OPTIC PEDESTAL
The Tempo Communications fiber optic pedestal (PED100) 
provides secure storage for passive fiber optic equipment 
in FTT(x) installations. The integrated tray provides 
convenient mounting of splitters, splice trays, fibers and 
other equipment. The IP55 and IK10 specifications insures 
a water resistant and rugged installation to protect the 
installed equipment. 

FEATURES
•	 IP55 water resistant design for superior 

protection.
•	 IK10 Impact resistance provides field 

ready ruggedness.  
•	 Universal mounting bracket with 

integrated device tray. 
•	 Composite materials provide long life 

and superior UV protection. 
•	 Locking cover with 3/8” nut. 

KIT PARTS 
•	 Top and bottom pedestal shells
•	 Spike
•	 Universal mounting bracket
•	 Component tray
•	 Mounting hardware
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ORDERING INFORMATION 
CAT. NO. DESCRIPTION

PED100 27.5” (700mm) x 12” (410mm) Pedestal

SPECIFICATIONS
CAT. NO. DESCRIPTION
IP rating IP55

Impact Resistance IK10

Dimensions 27.5” (700mm) x 12” (410mm)

Weight 11.9lbs 5.4kg

Material ABS

Color Light green

UV Aging 1000 hours

Spike Length 9.8” (250mm)

Tray Size 7.5” (190mm) x 9.8” 250mm

Locking Nut 3/8” hex

Shipping Box Size  21.6” (55cm) x 13.0” (33cm) x 13.0” (33cm)

Shipping Box Weight 13.7lbs (6.2kg)

Shell and base nest for 
compact shipping.

3/8” Hex nut compatible with 
the PA1900 can wrench.


